
HBL7810D

2.38"
(60.5)

2.25"
(57.1)

3.28"
(83.3)

(4)
#10-32

TAP

(2) .20 Dia.
Mtg. Holes

3.78"
(96.0)

HBL1379D

3.20"
(81.3)

2.41"
(61.2)

4.72"
(119.9)

HBL1389D

3.97"
(100.8)

2.62"
(66.5)

4.52"
(114.8)

HBL13R13D

2.25"
(57.2)

4.51"
(114.6)

3.94"
(100.1)

HBL13S33D

6.96"
(176.8)

4.00"
(101.6)

6.75"
(171.5)

HBL13R23D

2.99"
(75.9)

4.76"
(120.9)

4.55"
(115.6)

2.99"
(75.9)

0.30"
(7.6)
Padlock Hole

HBL13R89D

4.40"
(111.8)

3.00"
(76.2)

5.52"
(140.2)

C-26 Dimensions in Inches (mm)www.hubbell-wiring.com
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Switches
30 Ampere, 600 Volts AC Manual Motor Controllers
Industrial – Extra Heavy Duty AC Manual Motor Controllers,  
Double and Three Pole (Without Overload Protection)
“Suitable as Motor Disconnect”

30A 600V AC Manual Motor Controllers,
Double Pole
Description Catalog Number

30A, double pole, single throw, AC manual motor controller, HBL7832D 
black nylon handle, side and back wired. 

30A, double pole, single throw, AC manual motor controller, HBL7832DS 
black nylon handle, short toggle. 

30A, double pole, single throw, AC manual motor controller. HBL7832DX 
50 piece bulk pack. 

HBL7832D in HBL1390 Type 1 enclosure with non-metallic cover, HBL1392D 
½ in. and ¾ in. knockouts on top, bottom and back of steel frame. 

HBL7832D in HBL1370 metal Type 1 enclosure. HBL1372D
HBL7832D in NEMA 3R non-metallic enclosure. HBL13R22D
HBL7832D in HBL13R90 metal Type 3R enclosure. HBL13R92D
HBL7832D in NEMA 3R flip-lid enclosure. HBL13R12D

Three Pole
Description Catalog Number

30A, three pole, single throw, AC manual motor controller, HBL7810D 
black nylon handle, side and back wired. 

30A, three pole, single throw, AC manual motor controller, HBL7810DS 
black nylon handle, short toggle. 

HBL7810D in HBL1390 Type 1 enclosure with non-metallic cover, HBL1389D 
½ in. and ¾ in. knockouts on top, bottom and back of steel frame. 

HBL7810D in HBL1370 metal Type 1 enclosure. HBL1379D
HBL7810D in NEMA 3R non-metallic enclosure. HBL13R23D
HBL7810D in HBL13R90 metal Type 3R enclosure. HBL13R89D
HBL7810D in NEMA 3R flip-lid enclosure. HBL13R13D
30A, three pole, rotary controller in NEMA 4X HBL13S33D 
stainless steel enclosure.

30A, three pole, rotary controller in NEMA 4X HBL13X33D 
non-metallic enclosure.

Motor Rating
Product 120V AC 240V AC 480V AC 600V AC Phase

30A Double Pole 2HP 5HP 10HP 15HP 1

30A Three Pole 3HP 7½HP 15HP 20HP 3

40A Double Pole 2HP 5HP 10HP 15HP 1

40A Three Pole 3HP 7½HP 15HP 20HP 3

50A Double Pole 2HP 5HP 10HP 15HP 1

50A Three Pole 3HP 7½HP 15HP 25HP 3

60A Double Pole   - 10HP 15HP 20HP 1

60A Three Pole   - 10HP 25HP 30HP 3

85A Double Pole   - 10HP 15HP 20HP 1

85A Three Pole   - 10HP 25HP 40HP 3


